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Symbols 

 

Warning! 

Be cautious when you see this sign and pay attention to the 

warning relevant to the situation.  

Safety precautions accompanied by this symbol indicate a 

danger of injury. 

 

Important! 

When you see this symbol, pay attention as some important and 

relevant information is mentioned.  

Safety precautions accompanied by this symbol indicate a 

danger of damage to the machine. 

 

Read carefully 

Take the time to read this manual before using the machine for 

the first time. It contains useful information about its 

installation, its functions and its maintenance. 

 

Maintenance 

When this symbol is displayed, instructions relevant to the 
maintenance of the machine will be given. 

 

Unplug the machine 

When this symbol is displayed, the machine must be turned off 

and its power supply removed from the electricity outlet. 

 

Visual check 

When this symbol appears, make sure to look attentively at the 
part of the machine mentioned in the instructions. 
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Safety Instructions 

          
 
The following documents should be read attentively and in their whole. They need to be understood by 

all involved staff before proceeding with the installation and the start up as well as under use, 

maintenance and service: 

 
 The user’s manual (this document) 

 Elongated bag manual (if applicable) 

 

These instructions must be followed closely and kept where the machine is used. 

 

Installation and use are to be performed only by trained and authorized staff. 

 

 

 
All instructions in this manual are to be followed for the warranty to be valid. Performing an 

action against recommended instructions will invalidate the warranty and can, in some case, 

cause damage to the machine and/or injuries to the user. 

 

Intended Use 

The Bull 240 is intended for general cleaning in both commercial and industrial environments.  

 

 
 

   
 

The Bull 240 in its standard version is NOT intended for the suction of 

water or wet, explosive or inflammable material. 
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Design of the Bull 240C  

 
   
 

  

Top of the cyclone 

Cyclone (filter housing) 
with polyester filter 

Lever for manual filter cleaning 

Strap to secure the dust bag 

Dust bag 

Top of the HEPA filter housing 
(Bull 240C has two HEPA filters) 
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Product Description 

Product designation  Bull 240C 
 
 
Description  Bull 240C consisting of electrical motor, separator with one polyester filter 

and two HEPA filters according to the model. 
 The Bull 240C is principally made of iron and painted with powder coating. 
 
Environment  The choice of material and production method has been very important 

during the design of the mobile vacuum cleaner. The Bull 240C is recyclable 
to 98 %. Exceptions are some electrical components. No solvents are used 
during the coating, neither for cleaning nor coat mixing. 

 

Material  
 Stand Iron, quality SIS 1312 

 Cyclone Iron, quality SIS 1312 

 Filter End plates of metal or plastic. 

  Filter material of cellulose or polyester. 

 Motor Aluminium, iron and copper. 

 Plastic details Polyethylene and Bakelite. 

 Paint Polyester powder, TGIC-free. 

 Sealing Natural rubber. 

 
 
Manufacturer  SASE Company  
  2475 Stock Creek Blvd. 
  Rockford, TN 37853 
  Tel: 800.522.2606 
  Fax: 865.745.4110 
  www.SASECompany.com 
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Technical Data 

 
  

Size (LxWxH)  [cm] 56x80x112 

Weight (approx.)  [kg] 42 

Voltage  [V] 230/120 

Current  [A] 16 / 17,7 

Power consumption  [kW] 2,8 

Air volume  [m3/h] 420 

Vacuum  [mbar] 265 

Sound level  [dB] 65 

Polyester �lter  [m2] 3,0 

Filtration  [%DOP] 98,89 

HEPA �lter H13  
[m2] 

[%DOP]              
2x0,5 
99,95 

Dust bag  [l] 35 

Hose Ø  [mm] 50 

 

 

Consumables  
 
 

Dust bags (10 pcs) SAS.0009510 

HEPA filter, 0,5 m2 SAS.90052 

Front swivel wheel  SAS.90049 

Rear solid wheel  SAS.90050 

Star lock for rear wheel SAS.90052 

Hose connection inlet SAS.90053 
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Warnings 

 

1. Before any kind of maintenance or service is carried out, turn off the 

machine and remove the power supply from its socket. 

This does not apply for the manual cleaning of the filter. 

 

2. The vacuum cleaner is not to be used for vacuuming wet or damp 

material/dust. If water or any wet/damp material enters the vacuum 

cleaner, the machine must be stopped immediately, taken apart and 

dried up before it can be used again. 

 

3. The Bull 240 should, under no circumstances, be used for the suction 

of burning, glowing, explosive or inflammable fluids or materials. 

 

4. If the filter shows any sign of damage, it must be replaced before the 

vacuum cleaner is used in order to avoid damages to the vacuum 

pump/motor. 

 

5. Always treat used filters and used dust bags with care since they might 

contain hazardous dust. Put the used filter in a large plastic bag and 

seal it tightly. You should always seal used dust bags too. 

 

 

 

6. The Bull 240 must never be used without filter, dust bag or vacuum 
filter. 

7. All service, repair and trouble-shooting of the Bull 240 and the vacuum 

pump are to only be performed by authorized staff. 

8. Some dust may be harmful to the health and/or the environment. 

Check with the regulation at your work place and in your country. 
Disposal of used filters and dust bags must be made in accordance 

with governmental regulations. 
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Maintenance and Service 

 

1. Before any kind of maintenance or service is carried out, turn off the 

machine and remove the power supply from its socket. 

This does not apply for the manual cleaning of the filter. 

 

2. Check the filter regularly, at least once a week or other suitable 

interval depending on use. If necessary, clean the filter. 

 
3. Change the filter at least once a year or more frequently depending 

on use. 

 4. Change the filter if it shows any sign of damage or has a hole. 

 5. Change the dust bag before it becomes too full. 

 
6. Please note that service and repair of the electrical system and the 

vacuum pump are only to be performed by authorized staff. 
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Replacement of the Dust Bag 

 

1. Turn the central vacuum off and unplug the 

power supply. 

 

2. Loosen the strap securing the bag holder in 

place. 

 

3. Close the dust bag with the sealing strip, 
which is found at the upper edge of the 

plastic bag. 

 

4. Remove the dust bag carefully to keep it 

from being damaged. 

 

5. Fit a new dust bag in the dust container and 
place its upper edge under the strap. 

 

6. Tighten the strap to secure the bag in place. 

 

 

The dust bag might contain hazardous and poisonous dust and should therefore be disposed of 

according to governmental regulations. Used dust bags should always be closed completely and be 

treated carefully. Use only original dust bags.  

Dust 

bag 

Strap 

Sealing 

strip 

Strap 

Dust 
bag 
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Replacement of the Polyester Filter 

When replacing the filter, it is recommendable to use a breathing mask. Always treat 
both new and used filters with utmost care. Even a very small damage or a hole on a 

filter will severely reduce its filtration abilities. A used filter may still contain dust, 

which can be potentially harmful to the health and/or the environment and should 

therefore be disposed of according to governmental regulations. Put the used filter in 

a plastic bag and seal it tightly. Only use original filters. 

 

 

1. Unplug the power supply from the wall socket. 

 
2. Release the two toggle fasteners that hold the top cover in place. 

 

3. Lift off the top. 

 

4. Carefully lift out the filter housing with filter so that the dust does not spread out. 

 

5. Place the filter housing with filter upside down on the floor. 

 

6. Remove the nut and shim (M8, 13 mm wrench) located at the bottom of the filter. 

 
7. Put a plastic bag around filter and then remove the filter from the filter housing. 

 

8. Clean the housing and fit a new filter. Make sure that the filter is correctly centred in the filter 

housing. Fit the shim and nut. Tighten the nut so that the distance between the filter and the 

filter top is approximately 8 mm. 

 

9. Lift the filter back into the cyclone. Make sure that the gasket is in the right position. 

 

10. Mount the top cover on the cyclone. 
 

11. Tighten the two toggle fasteners.  

 

 

 

  

Toggle fastener 

Lever for filter 

cleaning 

Hose(s) 

Top lock 
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Replacement of the HEPA Filter 

When replacing the filter, it is recommendable to use a breathing mask. Always treat 
both new and used filters with utmost care. Even a very small damage or a hole on a 

filter will severely reduce its filtration abilities. A used filter may still contain dust, 

which can be potentially harmful to the health and/or the environment and should 

therefore be disposed of according to governmental regulations. Put the used filter in 

a plastic bag and seal it tightly. Only use original filters. 

 

.  

 

1. Unplug the power supply from the wall socket. 
 

2. Unscrew the two black knobs. 

 

3. Lift off the tops of the HEPA filter housing carefully. The hose will allow you to do that 

without having to be removed. 

 

4. Put a plastic bag around the filters and then remove the filters from the filter tops. 

 

5. Fit new filters.  

 
6. Lift the filters back into the HEPA filter housing. Make sure that the filters are correctly 

centred in the filter housing and that the gasket is in the right position. 

 

7. Screw the two black knobs in order to secure the housings. 

 

 

 

 

  

Knobs 
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Manual Cleaning of the Polyester Filter (back flush)  

 
1. Start the Bull 240 by turning the switch to 2. 

 
2. Place a hand at the end of the hose (alternatively on the pipe if the hose is removed, but the 

hose will provide better results). 

 

3. Press the lever. 

 

4. Repeat a few times for optimising the cleaning of the filter. 

 

5. Turn off the unit by turning the switch to 0. 

If the suction capacity is still low, this procedure may be repeated. If the suction capacity is still low 

after several back flushes, the filter must be replaced. 

 

 

  

Toggle fastener 

Lever for filter 

cleaning 

Hose(s) 

Top lock 
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Trouble-shooting 

  
 
 
The trouble-shooting must be carried out by an authorized professional. 

 

 

 

 
 

1. The Bull 240 does not start, neither with the main switch in 1st or 2nd position. 

a. Check that there is power to the vacuum cleaner. 

b. If any of above protector or fuse will go out again at a new attempt to start the 

machine, the probable cause is a shortcut. Before a new attempt, the electrical 

installation and power supply must be checked by an electrician for a possible 

shortcut. 

 

2. Poor suction. 

a. Clean or replace the filter. If this does not help, the density of the piping system 
must be checked. 

 

3. Unusual noise from the vacuum motor. 

a. Turn off the unit immediately and contact the supplier. 

 

4. The dust bag is sucked into the cyclone/filter housing. 

a. Check that the bottom valve is not obstructed and that it can fully close. 
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EC declaration of conformity 

 
 
 

Manufacturer SASE Company 

 2475 Stock Creek Blvd.  

 Rockford, TN 37853 
 

 

Product designation Bull 240 

 

 

 

 

We declare that the above-mentioned products comply with the following European Directives: 

 

- Low Voltage Directive 2006/95/EC 

- Machinery Directive 2006/42/EC 

- EMC Directive 2004/108/EC with regards to the Harmonised Standard EN 60 439-1 
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1. Description 
 

The elongated bag is a disposal system consisting of a folded 3-ply continuous tube 

mounted on a holder which is installed on the mobile unit. The tube has a length of 20 

meters and a diameter of 35 cm. One assembled elongated bag holder (one black plastic 

holder, one folded plastic tube and one package of 60 tie-wraps) are delivered with each 

unit.  

 

Additional elongated bag supplies can be ordered and they are supplied per box. Each box 

contains four folded tubes and four packages of 60 tie-wraps 

  

                          
+  

    

 
x1

      
x4          x4

 

Figure 1 Contents of an elongated bag supply box 

 

 

 

 

                                                                    
 

Figure 2 Elongated bag components 

 

 

1. Elongated Bag – folded plastic tube with packaging strings 

2. Elongated Bag– plastic holder 

3. Assembled elongated bag holder without packaging strings, ready for installation 

 

 

1 2 

3 
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2. Design of the mobile dust extraction unit 
 

 

 

 

Figure 4 Cyclone of a mobile dust extraction unit without elongated bag 

 

 

 
1. Cyclone (filter housing) with polyester filter 

2. Balls supporting the elongated bag holder 

 

 

 

 

Figure 5 Close-up on one of the two supporting balls   

2 

2 

1 
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2. Installation 
 

1. Cut and remove the strings securing the plastic tube in place (see figure 2). 

2. Insert the folded plastic tube onto the elongated bag holder (see figure 2). 

3. Install the elongated bag on the machine by placing it over the two supporting balls.  

4. Push the supporting balls inward with your thumbs while lifting the holder with your 

hands. (see figures 3, 4 and 6). 

 

   

      

Figure 6 Step-by-step demonstration of the elongated bag installation 

 

5. Make sure that the supporting balls are in position. They should be resting in the 

groove (see figure 7).  

 

 
 

Figure 7 The supporting ball in position on the holder (view from below) 
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3. Use  

3.1.  Changing the bags 
 

 

 

1.  Pull the plastic tube downward, over the elongated bag holder, 

until you reach the desired length. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Use a tie wrap to close the end of the bag. The machine is now 

ready to be used. 
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3. Once the bag is filled up, use two tie wraps: one to close the 

bag hermetically and a second tie wrap, located about 10 cm 

centimetres above, to ensure that the new bag will be closed.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Use a pair of scissors to cut between the two tie wraps.  

 

 

 

 

 

 

 

 

5. Dispose of the full bag. Pull down the bag so it rests on the 

frame to insure a better support once it starts filling up. The 

machine is now ready to be used again.  
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3.2.  Refilling the holder with a new tube 
 

1. Reach under the holder and push inward on the supporting balls (see figures 3, 4 

and 6).  

2. Keep the pressure on them and pull down on the holder with your hands until it 

covers the supporting balls and prevent them from sticking out.  

3. Let go of the balls which should now be stopped by the holder. 

4. Finish removing the holder by pulling it down. 

5. Install the new folded tube on the holder (see 3. Installation). 

6. Place the holder back onto the mobile dust extraction unit (see 3. Installation). 

 



MANUFACTURER’S WARRANTY POLICY

Included in this warranty are the following pieces of equipment: 
Planetary Diamond Grinders: PDG 8000, PDG 6000, PDG 5000, Edge Pro 180
Dust Extractors: Bull 1250, Bull 300, Bull 240, Bull 45

Our Commitment to our customer: 
SASE Company (“SASE”) equipment is warranted to be free of defects in workmanship and 
materials for a period of one (1) year from original date of purchase. In the event that you 
should have a claim SASE shall repair, replace or remedy the defective parts resulting from 
the faulty design, materials or workmanship. Note: This warranty is only valid for equipment 
either sold by SASE or by an authorized wholesaler or distributor.

Limitations: 

•  Warranty does not apply to cosmetic dam-
age, damage due to lightning, electrical surg-

misuse, abuse, repair or alteration by other 
than factory service (unless service center was 
approved in writing by SASE), negligence, or 
improper or neglected maintenance as recom-
mended by SASE. 

•  Common wear parts, such as belts, bear-

exempt from warranty. 

•  SASE is not responsible for loss of income 
or down time as a result faulty design, materi-
als or workmanship. 

•  Warranty coverage is valid once a warranty 

SASE. 

•  A $100 labor charge may be assessed on 
the items returned for warranty repair in which 
no fault is found. Freight charges and associ-
ated fees will then become the responsibility of 
the customer in such an instance. 

•  Damages which are caused during transpor-
tation are not covered under warranty. Such 

carrier. 

Claims: 

In the unlikely event that you should experi-
ence a defect please contact your SASE 
representative or a SASE service technician 
by calling 1.800.522.2606. Please have all 
pertinent information readily available such 
as, invoice with date of purchase, model and 
serial number, and an explanation of the is-
sue.  SASE will respond immediately with a 
corrective action.
 
Freight responsibility for approved warranty 
claims: 

If the piece of equipment was purchased 
within 90 days of warranty claim, SASE will 
arrange for ground freight and will assume all 
ground freight charges to send the customer 
the parts required or to send the equipment 
to an authorized SASE repair center. This in-
cludes inbound and outbound ground freight 
and all fees (duties, fuel surcharges) associ-
ated with the shipment. 
If the piece of equipment was purchased 
beyond 90 days and prior to one (1) year of 
warranty claim, SASE will cover 50% of all 
ground freight charges, including inbound 
and outbound freight and all fees (duties, fuel 
surcharges) associated with the shipment. 

SASE 



SASE 

PRODUCT & WARRANTY REGISTRATION

WARRANTY IS VOID IF NOT RETURNED AND REGISTERED WITH SASE WITHIN 30 DAYS OF PURCHASE

COMPANY

NAME AND TITLE

STREET ADDRESS

CITY  

PHONE EMAIL

DATE OF PURCHASE SERIAL NUMBER

INVOICE NUMBER OF PURCHASE

COUNTRYZIPSTATE 

PDG 8000 PDG 6000 PDG 5000 SC8E

SC10E SC12E BULL 1250 BULL 300 BULL 45

PLEASE FILL OUT IN FULL AND SUBMIT TO: SASE COMPANY 2475 STOCK CREEK BLVD
ROCKFORD TN, 37853 FAX: 865.745.4110 EMAIL: JohnA@SASECompany.com

QUESTIONS?  CALL 800.522.2606

EDGE PRO 180


